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§63.7335

standard for soaking in §63.7294(a), you
must demonstrate continuous compli-
ance by maintaining records that docu-
ment conformance with requirements
in §63.7294(a)(1) through (5).

(e) For each coke oven battery sub-
ject to the work practice standard for
quenching in §63.7295(b), you must
demonstrate continuous compliance
according to the requirements of para-
graphs (e)(1) through (3) of this section:

(1) Maintaining baffles in each
quench tower such that no more than 5
percent of the cross-sectional area of
the tower is uncovered or open to the
sky as required in §63.7295(b)(1);

(2) Maintaining records that docu-
ment conformance with the washing,
inspection, and repair requirements in
§63.7295(b)(2), including records of the
ambient temperature on any day that
the baffles were not washed; and

(3) Maintaining records of the source
of makeup water to document conform-
ance with the requirement for accept-
able makeup water in §63.7295(a)(2).

§63.7335 How do I demonstrate con-
tinuous compliance with the oper-
ation and maintenance require-
ments that apply to me?

(a) For each by-product coke oven
battery, you must demonstrate contin-
uous compliance with the operation
and maintenance requirements in
§63.7300(b) by adhering at all times to
the plan requirements and recording
all information needed to document
conformance.

(b) For each coke oven battery with a
capture system or control device ap-
plied to pushing emissions, you must
demonstrate continuous compliance
with the operation and maintenance
requirements in §63.7300(c) by meeting
the requirements of paragraphs (b)(1)
through (3) of this section:

(1) Making monthly inspections of
capture systems according to
§63.7300(c)(1) and recording all informa-
tion needed to document conformance
with these requirements;

(2) Performing preventative mainte-
nance for each control device according
to §63.7300(c)(2) and recording all infor-
mation needed to document conform-
ance with these requirements; and

(3) Initiating and completing correc-
tive action for a bag leak detection
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system alarm according to
§63.7300(c)(3) and recording all informa-
tion needed to document conformance
with these requirements. This includes
records of the times the bag leak detec-
tion system alarm sounds, and for each
valid alarm, the time you initiated cor-
rective action, the corrective action(s)
taken, and the date on which correc-
tive action is completed.

(c) To demonstrate continuous com-
pliance with the operation and mainte-
nance requirements for a baghouse ap-
plied to pushing emissions from a coke
oven battery in §63.7331(a), you must
inspect and maintain each baghouse
according to the requirements in
§63.7331(a)(1) through (8) and record all
information needed to document con-
formance with these requirements. If
you increase or decrease the sensitivity
of the bag leak detection system be-
yond the limits specified in
§63.7331(a)(6), you must include a copy
of the required written certification by
a responsible official in the next semi-
annual compliance report.

(d) You must maintain a current
copy of the operation and maintenance
plans required in §63.7300(b) and (c) on-
site and available for inspection upon
request. You must keep the plans for
the life of the affected source or until
the affected source is no longer subject
to the requirements of this subpart.

§63.7336 What other requirements
must I meet to demonstrate contin-
uous compliance?

(a) Deviations. You must report each
instance in which you did not meet
each emission limitation in this sub-
part that applies to you. This includes
periods of startup, shutdown, and mal-
function. You must also report each in-
stance in which you did not meet each
work practice standard or operation
and maintenance requirement in this
subpart that applies to you. These in-
stances are deviations from the emis-
sion limitations (including operating
limits), work practice standards, and
operation and maintenance require-
ments in this subpart. These deviations
must be reported according to the re-
quirements in §63.7341.

(b) Startup, shutdowns, and malfunc-
tions. (1) Consistent with §§63.6(e) and
63.7(e)(1), deviations that occur during
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